
  

Type Colors Application Features Storage 

Ceramic 

Ink 

Cyan 

 

Glass, enamel, over-

glaze tiles, decal 

paper etc. 

Suitable for  

600℃~800℃ 

tempering.  

Air dry 

immediately 

after printing.  

Shelf life: 6 months 

Humidity: 20~ 80% 

Temperature: 17 ~ 28°C  

Brown Red 

 

Yellow 

 

Black 

 

Green 

 

Orange 

 

White 

 

Transparent 

 



  

Type Colors Application Features Storage 

Ceramic 

Ink 

Cyan 

 

Over-glaze tiles, 

decal papers etc. 

Suitable for  

900℃ ~ 1100℃ 

tempering.  

Air dry 

immediately 

after printing.  

Shelf life: 6 months 

Humidity: 20~ 80% 

Temperature: 17 ~ 28°C  

Pink 

 

Yellow 

 

Black 

 

Green 

 

Orange 

 

White 

 

Transparent 

 



 

Type Colors Application Features Storage 

Organic 

Ink 

Cyan 

 

Glass, film, wood, 

metal. Acrylic 

materials which need 

pre-coating or 

treatment. 

Printing directly on 

substrate.  

Air dry 

immediately 

after printing.  

Shelf life: one year 

Humidity: 20~ 80% 

Temperature: 17 ~ 28°C  

Magenta 

 

Yellow 

 

Black 

 

Light Cyan 

 

Light Magenta 

 

White 

 

Transparent 

 


